
Description
Screw-shaped dental implant with a defined surface, achieved 
through grit blasting, followed by a process involving a treatment 
in diluted hydrofluoric acid – OsseoSpeed. The external coronal 
portion has minute threading – MicroThread. The PrimeTaper EV 
has an interface design with three indexing options. The unique 
interface for one-position-only placement for Atlantis patient-
specific, CAD-CAM abutments. The interface also allows for 
the flexibility of six-position indexing of prefabricated abutments, 
while non-indexed abutments can be seated in any rotational 
position.

Material
Commercially pure titanium, grade 4 according to ASTM F67.

Package and storage
Package; cardboard outer box containing a plastic blister with  
an titanium/plastic inner container with the implant.  
The blister serves as a sterile barrier. Sterilized by irradiation.
The components must be stored, in their sealed package, 
in a dry place, at normal room temperature.

Handling procedure
For detailed information see latest version of appropriate 
procedure manuals.
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Item no  Description A 
Cervical Ø 

[mm]

B 
Apical Ø 

[mm]

D 
External 

taper start 
point 
[mm]

E 
Cutting flute 

[mm]

L 
Length 
[mm]

M 
Internal 

threading

68011090 PrimeTaper EV Ø3.6 x 8mm OsseoSpeed 3.6 3.0 5.5 5.6 8 M1.6

68011091 PrimeTaper EV Ø3.6 x 9mm OsseoSpeed 3.6 3.0 5.5 6.6 9 M1.6

68011092 PrimeTaper EV Ø3.6 x 11mm OsseoSpeed 3.6 3.0 5.5 8.5 11 M1.6

68011093 PrimeTaper EV Ø3.6 x 13mm OsseoSpeed 3.6 3.0 6 10.5 13 M1.6

68011094 PrimeTaper EV Ø3.6 x 15mm OsseoSpeed 3.6 3.0 7 12.4 15 M1.6

68011095 PrimeTaper EV Ø3.6 x 17mm OsseoSpeed 3.6 3.0 8 14.5 17 M1.6

68011096 PrimeTaper EV Ø4.2 x 6.5mm OsseoSpeed 4.2 3.6 5 4.1 6.5 M1.8

68011097 PrimeTaper EV Ø4.2 x 8mm OsseoSpeed 4.2 3.6 5.5 5.6 8 M1.8

68011098 PrimeTaper EV Ø4.2 x 9mm OsseoSpeed 4.2 3.6 5.5 6.6 9 M1.8

68011099 PrimeTaper EV Ø4.2 x 11mm OsseoSpeed 4.2 3.6 5.5 8.6 11 M1.8

68011100 PrimeTaper EV Ø4.2 x 13mm OsseoSpeed 4.2 3.6 6 10.6 13 M1.8

68011101 PrimeTaper EV Ø4.2 x 15mm OsseoSpeed 4.2 3.6 7 12.5 15 M1.8

68011102 PrimeTaper EV Ø4.2 x 17mm OsseoSpeed 4.2 3.6 8 14.4 17 M1.8

68011103 PrimeTaper EV Ø4.8 x 6.5mm OsseoSpeed 4.8 4.2 5 3.8 6.5 M2

68011104 PrimeTaper EV Ø4.8 x 8mm OsseoSpeed 4.8 4.2 5.5 5.2 8 M2

68011105 PrimeTaper EV Ø4.8 x 9mm OsseoSpeed 4.8 4.2 5.5 6.4 9 M2

68011106 PrimeTaper EV Ø4.8 x 11mm OsseoSpeed 4.8 4.2 5.5 8.6 11 M2

68011107 PrimeTaper EV Ø4.8 x 13mm OsseoSpeed 4.8 4.2 6 10.6 13 M2

68011108 PrimeTaper EV Ø4.8 x 15mm OsseoSpeed 4.8 4.2 7 12.6 15 M2

68011109 PrimeTaper EV Ø4.8 x 17mm OsseoSpeed 4.8 4.2 8 14.5 17 M2

68011110 PrimeTaper EV Ø5.4 x 6.5mm OsseoSpeed 5.4 4.8 5 4.2 6.5 M2

68011111 PrimeTaper EV Ø5.4 x 8mm OsseoSpeed 5.4 4.8 5.5 5.7 8 M2

68011112 PrimeTaper EV Ø5.4 x 9mm OsseoSpeed 5.4 4.8 5.5 6.7 9 M2

68011113 PrimeTaper EV Ø5.4 x 11mm OsseoSpeed 5.4 4.8 5.5 8.6 11 M2

68011114 PrimeTaper EV Ø5.4 x 13mm OsseoSpeed 5.4 4.8 6 10.6 13 M2

68011115 PrimeTaper EV Ø5.4 x 15mm OsseoSpeed 5.4 4.8 7 12.6 15 M2

PrimeTaper EV

 A Cervical Ø

 B Apical Ø

 C Microthread length 1.7

 D  Straight portion

 E Cutting flute

 F Macrothread pitch 0.75

 G Macrothread lead 1.5

 H Microthread pitch 0.25

 L Length

  All measurements are in mm 

All products are subject to change without notice.  
All products may not be regulatory cleared/released/licensed in all markets.
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www.dentsplysirona.com
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