
Description
The tapered implant body and special thread design guarantees 
safe and atraumatic implant installation, even in cortical bone.
Tangible primary stability can be achieved in all bone qualities. 
The specifi c, patented thread design with a condensing crestal 
section is a component of the bone-specifi c preparation protocol.
OsseoSpeed, a chemically modifi ed titanium surface with a 
unique topography that stimulates early bone healing and speeds 
up the bone healing process.

Implant-abutment connection
One-position-only
Atlantis patient-specifi c, abutments will seat 
in one position only.

Six positions
Indexed abutments will seat in six available 
positions. Including pre-surgically manufactured 
Atlantis abutments.

Non-indexed
Non-indexed abutments will be seated in any 
rotational position.

Material
Titanium grade 4

Package and storage
Package: Cardboard outer box containing an outer and inner 
blister. The inner blister contains implant shuttle with implant and 
cover screw. The blister serves as a sterile barrier. Sterilized by 
irradiation.
The components must be stored, in their sealed package, in a dry 
place, at normal room temperature.

Handling procedure
For detailed information see latest version of OmniTaper Surgical 
manual.
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All products are subject to change without notice. 
All products may not be regulatory cleared/released/licensed in all markets.

www.dentsplysirona.com

 A Total length

 B Intraosseous length

 C Connection

 D Apical Ø

 E Collar length

 F Internal threading

All measurements are in mm, rounded to one 
decimal place.

Implant body thread pitch 
= 0.85 mm

Connection Order no. Description A B C D E F

68011140 OmniTaper EV Ø3.0 x 11mm OsseoSpeed 11 10.6 3 2.3 0.4 M1.4

68011141 OmniTaper EV Ø3.0 x 13mm OsseoSpeed 13 12.6 3 2.3 0.4 M1.4

68011142 OmniTaper EV Ø3.0 x 15mm OsseoSpeed 15 14.6 3 2.3 0.4 M1.4

68011143 OmniTaper EV Ø3.4 x 9.5mm OsseoSpeed 9.7 9.3 3.4 2.7 0.4 M1.6

68011144 OmniTaper EV Ø3.4 x 11mm OsseoSpeed 11.2 10.8 3.4 2.7 0.4 M1.6

68011145 OmniTaper EV Ø3.4 x 13mm OsseoSpeed 13.2 12.8 3.4 2.7 0.4 M1.6

68011146 OmniTaper EV Ø3.4 x 15mm OsseoSpeed 15.2 14.8 3.4 2.7 0.4 M1.6

68011147 OmniTaper EV Ø3.4 x 18mm OsseoSpeed 18.2 17.8 3.4 2.7 0.4 M1.6

68011148 OmniTaper EV Ø3.8 x 8mm OsseoSpeed 8.2 7.8 3.8 3.2 0.4 M1.8

68011149 OmniTaper EV Ø3.8 x 9.5mm OsseoSpeed 9.7 9.3 3.8 3.2 0.4 M1.8

68011150 OmniTaper EV Ø3.8 x 11mm OsseoSpeed 11.2 10.8 3.8 3.2 0.4 M1.8

68011151 OmniTaper EV Ø3.8 x 13mm OsseoSpeed 13.2 12.8 3.8 3.2 0.4 M1.8

68011152 OmniTaper EV Ø3.8 x 15mm OsseoSpeed 15.2 14.8 3.8 3.2 0.4 M1.8

68011153 OmniTaper EV Ø3.8 x 18mm OsseoSpeed 18.2 17.8 3.8 3.2 0.4 M1.8

68011154 OmniTaper EV Ø4.5 x 8mm OsseoSpeed 8.2 7.8 4.5 3.8 0.4 M2

68011155 OmniTaper EV Ø4.5 x 9.5mm OsseoSpeed 9.7 9.3 4.5 3.8 0.4 M2

68011156 OmniTaper EV Ø4.5 x 11mm OsseoSpeed 11.2 10.8 4.5 3.8 0.4 M2

68011157 OmniTaper EV Ø4.5 x 13mm OsseoSpeed 13.2 12.8 4.5 3.8 0.4 M2

68011158 OmniTaper EV Ø4.5 x 15mm OsseoSpeed 15.2 14.8 4.5 3.8 0.4 M2

68011159 OmniTaper EV Ø4.5 x 18mm OsseoSpeed 18.2 17.8 4.5 3.8 0.4 M2

68011160 OmniTaper EV Ø5.5 x 8mm OsseoSpeed 8.2 7.8 5.4 4.6 0.4 M2

68011161 OmniTaper EV Ø5.5 x 9.5mm OsseoSpeed 9.7 9.3 5.4 4.6 0.4 M2

68011162 OmniTaper EV Ø5.5 x 11mm OsseoSpeed 11.2 10.8 5.4 4.6 0.4 M2

68011163 OmniTaper EV Ø5.5 x 13mm OsseoSpeed 13.2 12.8 5.4 4.6 0.4 M2

68011164 OmniTaper EV Ø5.5 x 15mm OsseoSpeed 15.2 14.8 5.4 4.6 0.4 M2
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